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 Voltage Range  Socket  Mounting  Approval  Order No.

120 V-230 V~ (50 Hz/60 Hz) +/- 10%
120 V-277 V~ (50 Hz/60 Hz) +/- 10%

magnetic UKCA, cULus, cURus, CE, VDE EMC 3080-7043-15-07

24 V- +/- 10% magnetic UKCA, cULus, CE, VDE EMC 3080-7043-35-07

230 V~ (50 Hz/60 Hz) +/- 10% Schuko CEE 7/3 load: Max. 16 A screwed UKCA, CE, VDE EMC 3080-7042-14-17

120 V~ (50 Hz/60 Hz) +/- 10% NEMA 5-15 load: Max. 11.9 A
cascaded - Max.10.6 A

screwed UKCA, cULus, cURus, CE, VDE EMC 3080-7042-25-27

120 V-230 V~ (50 Hz/60 Hz) +/- 10%
120 V-277 V~ (50 Hz/60 Hz) +/- 10%

screwed UKCA, cULus, cURus, CE, VDE EMC 3080-7042-15-07

24 V- +/- 10% screwed UKCA, cULus, cURus, CE, VDE EMC 3080-7042-35-07

Save time with the new 
Sensor Operated LED lamp 
As a control cabinet manufacturer, we offer accessories for the perfect configuration of your control cabinet and almost every 
application. The new generation of Sensor Operated LED lamp for control cabinets and wallmount enclosures of the 33 series 
provides optimal illumination of the interior.

By means of the potential-free contact of the opener and closer, it is possible to connect further devices or components such 
as cooling units, filter fans and signal columns to the Sensor Operated LED lamp. This makes it easier for you to set up the 
control cabinet. 

The on/off function is controlled via the sensor of the light, as soon as it has been connected it also switches the applications 
on and off when the door is opened or closed.

The new Sensor Operated LED lamp is available either as a screw-mounted or magnetic version, the latter being very suitable 
for our series 33 wallmount enclosures, for example. The ability to cascade up to 10 lights is user-friendly and facilitates the 
use of modular cabinets in particular.

The new Sensor Operated LED lamp with 1.500 lumens of light output, a colour temperature of 5.100 K and a beam angle of 
120° is available immediately.

■ Sensor-controlled on/off function 
■ Potential-free opener/closer contacts for further applications
■ Long-lasting, maintenance-free
■ Cascadable for up to 10 lights
■ Energy-saving thanks to LED technology

New


